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Kennzeichnung ist nicht vorhanden bzw. die max. Lebensdauer ist überschritten.

Das Produkt darf ohne lesbare Kennzeichnung nicht in den Gebrauch zurück.

Kennzeichnung ist vorhanden, gut lesbar; max. Lebensdauer nicht überschritten.

Lebens- und Gebrauchsdauerangaben des Herstellers sind in der 
Gebrauchsanleitung (GAL) des Produkts zu finden und unbedingt zu prüfen.
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EISGERÄT

KENNZEICHNUNG

Kennzeichnung ok

Nicht vorhanden/lesbar

Sichtprüfung
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Das Eisgerät ist optisch in Ordnung. Alle Teile sind fest 
und jene die mit den Händen des Benutzers in Berührung 
kommen sind frei von scharfen Graten.

PRÜFANWEISUNG

gültig für EN 13089

8. EISGERÄT  

Sicht-/Funktionsprüfung

Teile sind gebrochen, deformiert oder locker. Das Pro-
dukt ist auszusondern.

Brüche Dauerhaft locker

Sicht-/Funktionsprüfung

Das Eisgerät weist deutliche Gebrauchsspuren auf. Es 
kann  jedoch durch minimalen Aufwand wieder als ver-
kehrs-tauglich eingestuft werden.

Hauenschraube prüfen
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Flugrost sichtbar

1

Handschlaufenbefestigung prüfen

1

Haue stumpf

1

1

Überprüfung der 
Kennzeichnung beinhaltet:
1. Identifikation des Produktes
2. ggf. Herstellungsdatum

Deformation

Haue stumpf

Nicht über das vom 
Hersteller angegebene 
Minimum hinausschleifen.

Wenn möglich, 
Haue austauschen.

Eisgerät gem. EN 13089 Typ 2, Rage, 
Edelrid
Entwickelt für anspruchsvolle Mixed- und 
Eiskletterei.

Eisgerät gem. EN 13089 Typ 2, Raid, 
Edelrid
Entwickelt für das klassische Bergstei-
gen, Gletschertouren und Expeditionen.

Eisgeräte

Siehe Anleitung 
zur Instandsetzung 
„EISGERÄTE“

Siehe Anleitung 
zur Instandsetzung 
„EISGERÄTE“

Siehe Anleitung 
zur Instandsetzung 
„EISGERÄTE“

Siehe Anleitung 
zur Instandsetzung 
„EISGERÄTE“
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Schaft gezogen Schaft gezogen

· Überprüfung 
dokumentieren

· Produkt zur wei-
teren Verwendung 
freigeben
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ICE TOOLS

LABELLING

Visual inspection
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The ice tool looks in order. All parts are secure and parts 
that users hold have no sharp edges. 

INSPECTION INSTRUCTION

applies for: EN 13089

8. ICE TOOLS

Visual-/functional inspection

Parts are broken, deformed or loose. The product must 
be withdrawn from use.

Fractures Permanently loose

Visual-/functional inspection

The ice tool shows considerable signs of use. However, 
with a few minor adjustments it can be classed as sui-
table for use.

Inspect the pick bolt
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Flash rust is visible

1

Inspect the hand loop attachment

1

Pick is blunt

1

1

Deformation

Pick is blunt

Do not sharpen any more 
than the minimum stated 
by the manufacturer.

If possible, replace 
the pick.

Ice tools as per EN 13089 Typ 2, Rage, 
Edelrid
Designed for demanding mixed and ice 
climbing.

Ice tools as per EN 13089 Typ 2, Raid, 
Edelrid
Designed for classic mountaineering, 
glacier crossings and expeditions.

Ice tools

See Repair Inst-
ructions on ICE 
TOOLS

See Repair Inst-
ructions on ICE 
TOOLS

See Repair Inst-
ructions on ICE 
TOOLS

See Repair Inst-
ructions on ICE 
TOOLS
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Shaft pulled Hairline fracture

· Document 
inspection

· Approve product 
for further use

Labelling ok

Not avaiable/ legible
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Labelling is not available and/or the max. lifespan been exceeded.

The product may not be returned for use without legible labelling.

Labelling is available, clearly legible; max. lifespan has not been exceeded.

The manufacturer’s user manual (UM) for the product includes its service 
life and usage period which must be checked.
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Inspection of the labelling 
includes as follows: 
1. Product identification; 
2. Date of manufacture




